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WT-5029 - Antislip-foil clear 501
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* approximately DIN

Indoor

Polypropylene

Yellow

Red

Light blue

Light green

Green

Purple

Orange

Pink

White

Light grey

Dark grey

Black

Yellow/Black

Red/White

Blue/White

Green/White

Photoluminesce

Photoluminesce
nce/Black

Transparent

Available colours

Applications:

Material:

Concrete / smooth

EP-/ Pu / MMA coating

EP-/ Pu / MMA 
coating antislip

Tiles

Concrete paving

Asphalt

from -20 °C

-40 °C to +90 °C

DIN EN 14410

DIN EN 14410

DIN EN 19398 N / 25 mm

permanent acrylate adhesive

DIN EN 19420,2 mm

Storage:

Processing 
temperature:

Temperature 
resistance:

Dynamic shear:

Tensile force:

Adhesive power:

Glue:

Thickness:

Technical specifications

Applications Application information

Note / Information

The WT-5029 is particularly suitable for apolar, moist and cold surfaces, up to use 
in deep-freeze areas.
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*

*
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Black/White

Brown

Blue

The product information listed above is compiled to the best of our knowledge and based on current data. These characteristics are typical, but they do not 
constitute a specification. The information provided to the customer does not relieve the customer of his obligation to test for suitability for the intended 
applications and procedures.

The WT-5029 has a temperature resistance 
from -40 ° C to +90 ° C.

It should be noted that any condensation on the 
substrate surface can affect the adhesive force.

An application test should always be carried out 
prior to large-area gluing.
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